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Instruction Manual after Purchase of Product: IGNITION PANEL 

1. Connect the Type B USB cable to the USB port located at the bottom of the 

product. 

 

2. Plug the other end of the Type B USB cable into the USB port of your computer. 

 

3. Wait for your computer to detect the Ignition Panel device. 

 

4. Configure the device. 

 

The configuration instructions for the Ignition Panel can be found at the bottom of the 

cover of the box where you can also find another instruction manual and a warning 

about handling the product. Alternatively, you can access the instructions online by 

following this link: https://www.desktoppilot.com/product/ignition-panel/.  

 

https://www.desktoppilot.com/product/ignition-panel/
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X-Plane Configuration 

 
If you are using X-Plane simulator, follow these steps to configure the Ignition 

Panel: (If you are using MSFS skip to the next set of instructions below) 

1. On the main menu, select “Settings”. If you’re currently on a flight, hover your 

mouse cursor at the top of the X-Plane window or screen. Click the button as 

shown in the picture below to access the X-Plane settings. 

 

 

1. In the settings, click on the "Joystick" tab located at the top of the window. This 

tab shows all the control settings for your devices. 

 

2. In the "Device" section, choose "Ignition Panel" from the dropdown menu. 

 
 

3. Under the "Buttons" section, click "Edit" for each button. 

● For "Btn 0", search for "Magnetos off" and select it.  

● For "Btn 1", search for "Magnetos right for engine #1" and select it.  

● For "Btn 2", search for "Magnetos left for engine #1" and select it.  

● For "Btn 3", search for "Magnetos both for engine #1" and select it.  

● For "Btn 4", search for "Engage starter #1" and select it.  
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● For "Btn 5", search for "Generator #1 on" and select it.  

● For "Btn 6", search for "Generator #1 off" and select it.  

● For "Btn 7", search for "Battery 1 on" and select it.  

● For "Btn 8", search for "Battery 1 off" and select it.  

● For "Btn 9", search for "Anti-ice: left pitot heat on" and select it.  

● For "Btn 10", search for "Anti-ice: left pitot heat off" and select it.  

● For "Btn 11", search for "Strobe lights on" and select it.  

● For "Btn 12", search for "Strobe lights off" and select it.  

● For "Btn 13", search for "Nav lights on" and select it.  

● For "Btn 14", search for "Nav lights off" and select it.  

● For "Btn 15", search for "Taxi lights on" and select it.  

● For "Btn 16", search for "Taxi lights off" and select it.  

● For "Btn 17", search for "Landing lights on" and select it.  

● For "Btn 18", search for "Landing lights off" and select it.  

● For "Btn 19", search for "Beacon lights on" and select it.  

● For "Btn 20", search for "Beacon lights off" and select it.  

● For "Btn 21", search for "Fuel pump for engine #1 on" and select it.  

● For "Btn 22", search for "Fuel pump for engine #1 off" and select it.  

● For "Btn 23", search for "Avionics on" and select it.  

● For "Btn 24", search for "Avionics off" and select it.  

● For "Btn 25" to “Btn 28”, search for "Do nothing" and select it. 
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4. Apply the changes by clicking "Done" when you are finished. 

 

5. Check to see if the ignition panel is working properly in X-Plane. 

 

Microsoft Flight Simulator 

 
To configure the Ignition Panel on your aircraft during flight with MSFS, follow 

these steps: 

1. On the main menu, Press the “OPTIONS” tab located at the top. If you’re 

currently on a flight, press the “Esc” escape key on your keyboard to open the 

options menu. 

 

1. Select “CONTROL OPTIONS” from the available options. 

 

2. Choose your device, which should be “Ignition Panel.” 

 

3. Search for “INSTRUMENTS AND SYSTEMS” in the “search by name” bar or 

change the “FILTER” to “ALL” and find “INSTRUMENTS AND SYSTEMS.” 

 
4. Under instruments and systems, select the “FLIGHT INSTRUMENTS” option. 
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a. Scroll down to find:  

● “SET AVIONICS MASTER 1” and apply “24” 

● “SET AVIONICS MASTER 2” and apply “26” 

 

 
 

5. Under instruments and systems, select the “ELECTRICS” option. 

a. Scroll down to find:  

● “SET MASTER BATTERY” and apply “8” 

● “SET ELECTRIC FUEL PUMP 1” and apply “22” 

● “SET ALTERNATOR” and apply “6” 

 

 
 

6. Under instruments and systems, select the “ANTI ICE” option. 

a. Scroll down to find:  

● “SET PITOT HEAT” and apply “10” 

 

 
 

7. Under instruments and systems, select the “ENGINE INSTRUMENTS” option. 

a. Scroll down to find:  

● “MAGNETOS START” and apply “5” 

● “MAGNETOS RIGHT” and apply “2” 

● “MAGNETOS OFF” and apply “1” 

● “MAGNETOS LEFT” and apply “3” 

● “MAGNETOS BOTH” and apply “4” 
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8. Search for “LIGHTS” in the “search by name” bar or change the “FILTER” to 

“ALL” and find “LIGHTS.” 

 

9. Under lights, select the “EXTERIOR LIGHTS” option. 

a. Scroll down to find:  

● “SET TAXI LIGHTS” and apply “16” 

● “SET STROBES” and apply “12” 

● “SET NAV LIGHTS” and apply “14” 

● “SET LANDING LIGHTS” and apply “18” 

● “SET BEACON LIGHTS” and apply “20” 

 

 
 

10. Press the “Esc” escape key to go back and resume flight. 

 

11. Check to see if the ignition panel is working properly in MSFS. 

 

 

Congratulations! You have successfully set up the Ignition Panel! Happy flying! 
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In case you encounter any issues 

during setup, please feel free to 

contact our customer support team at 

sales@desktoppilot.com for further 

assistance. 

 


